
CURVO



Specifications are subject to change without previous notice. Sujet à changements sans préavis. Sometido a cambios sin previo aviso.

As shown
 Metal Finish Fabric
A) Curvo bar height Silver Powell Graphite 
B) Curvo bar height Anthracite Dakota 040  
C) Curvo bar height Chocolate Buckaroo Bone  
 

Tel que présenté
 Couleur du métal Tissu
A) Curvo hauteur bar Silver Powell Graphite 
B) Curvo hauteur bar Anthracite Dakota 040  
C) Curvo hauteur bar Chocolate Buckaroo Bone  
 

Tal como descrito
 Color del metal Tejido
A) Curvo altura bar Silver Powell Graphite 
B) Curvo altura bar Anthracite Dakota 040  
C) Curvo altura bar Chocolate Buckaroo Bone  
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A : 26 1/2” • 67.5 cm
B : 17 5/8” • 45.0 cm
C : 19” • 48.5 cm

D : 39 3/8” • 100.0 cm

Counter/ Comptoir/ Contador

A : 30 1/2” • 77.5 cm
B : 17 3/4” • 45.0 cm
C : 20 1/8” • 51.0 cm

D : 43 3/8” • 110.0 cm

Bar/ Bar/ Bar

Weight/ Poids/ Peso: 16 lbs / 7.5 kg.Weight/ Poids/ Peso: 15 lbs / 7 kg.

Curvo
Stationary stool/ Tabouret non-pivotant

Flexibility of the seat and back
The Flex Collection provides superior comfort with an innovative construction that consists of a latex coated elastomer membrane 
mounted on a tubular steel frame. This membrane adapts instantly to any body shape. The amazing flexibility of the Flex Collection 
allows a perfect distribution of the body weight on the stool’s seat and back, which reduces pressure and induces better blood circulation.

Flexibilité du dossier et de l’assise
La collection Flex offre un confort supérieur avec son système de suspension innovateur qui consiste à enrober la 
structure d’acier d’une membrane élastomère enduite d’une couche de latex. Cette membrane s’adapte parfaitement à la 
morphologie de votre corps. L’incomparable souplesse de la collection Flex permet de supprimer les points de pression, 
obstacles à la circulation sanguine et source d’inconfort, grâce à une répartition optimale du poids du corps sur l’assise 
et le dossier du tabouret. 


